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Generators



G
en

er
at

or
s

USEDRENT NEWUSEDRENT NEW

USEDRENT NEW

USEDRENT NEWP22-6
KW

KVA

Hz

3 Phase 

Length

Height

Width

18

23

50/60

380/220

1550 (61) mm

1020 (40.2) mm

620 (24.4) mm

P13.5-6
KW

KVA

Hz

3 Phase 

Length

Height

Width

12

15

50/60

380/220

1550 (61) mm

1020 (40.2) mm

620 (24.4) mm

C3.3
KW

KVA

Hz

3 Phase 

Length

Height

Width

27

34

50/60

380/220

28 cm

151 cm

100 cm

F22-1
KW

KVA

Hz

3 Phase 

Length

Height

Width

19

24

50/60

380/220

214 cm

143 cm

95 cm

USEDRENT NEWP33-3
KW

KVA

Hz

3 Phase 

Length

Height

Width

27

34

50/60

380/220

1570(61.8) mm

1231 (48.5) mm

760 (29.9) mm

USEDRENT NEWP50-3
KW

KVA

Hz

3 Phase 

Length

Height

Width

40

50

50/60

380/220

254 cm

175 cm

112 cm

4



G
en

er
at

or
s

USEDRENT NEWUSEDRENT NEW

USEDRENT NEW

USEDRENT NEWP22-6
KW

KVA

Hz

3 Phase 

Length

Height

Width

18

23

50/60

380/220

1550 (61) mm

1020 (40.2) mm

620 (24.4) mm

P13.5-6
KW

KVA

Hz

3 Phase 

Length

Height

Width

12

15

50/60

380/220

1550 (61) mm

1020 (40.2) mm

620 (24.4) mm

C3.3
KW

KVA

Hz

3 Phase 

Length

Height

Width

27

34

50/60

380/220

28 cm

151 cm

100 cm

F22-1
KW

KVA

Hz

3 Phase 

Length

Height

Width

19

24

50/60

380/220

214 cm

143 cm

95 cm

USEDRENT NEWP33-3
KW

KVA

Hz

3 Phase 

Length

Height

Width

27

34

50/60

380/220

1570(61.8) mm

1231 (48.5) mm

760 (29.9) mm

USEDRENT NEWP50-3
KW

KVA

Hz

3 Phase 

Length

Height

Width

40

50

50/60

380/220

254 cm

175 cm

112 cm

G
enerators

C3.3
KW

KVA

Hz

3 Phase 

Length

Height

Width

40

50

50/60

380/220

244 cm

171 cm

112 cm

NEWRENT USED F50-1
KW

KVA

Hz

3 Phase 

Length

Height

Width

42

53

50/60

380/220

254 cm

140 cm

15 cm

NEWRENT USED P65-5
KW

KVA

Hz

3 Phase 

Length

Height

Width

55

69

50/60

380/220

228 cm

160 cm

110 cm

NEWRENT USED

P88-3
KW

KVA

Hz

3 Phase 

Length

Height

Width

70

88

50/60

380/220

230 cm

160 cm

110 cm

NEWRENT USED P110-3
KW

KVA

Hz

3 Phase 

Length

Height

Width

90

113

50/60

380/220

275 cm

160 cm

110 cm

NEWRENT USEDF72-1
KW

KVA

Hz

3 Phase 

Length

Height

Width

56

70

50/60

380/220

253.5 cm

175 cm

112.5 cm

NEWRENT USED

5



G
en

er
at

or
s

USEDRENT NEWUSEDRENT NEW USEDRENT NEWF125-1
KW

KVA

Hz

3 Phase 

Length

Height

Width

100

125

50/60

380/220

341 cm

206 cm

113 cm

P150
KW

KVA

Hz

3 Phase 

Length

Height

Width

120

150

50/60

380/220

2450 (96.5) mm

1544 (60.8) mm

1010 (39.8) mm

P165-5
KW

KVA

Hz

3 Phase 

Length

Height

Width

135

169

50/60

380/220

2450 (96.5) mm

1544 (60.8) mm

1010 (39.8) mm

XQP150
KW

KVA

Hz

3 Phase 

Length

Height

Width

135

169

50/60

380/220

350 cm

175 cm

110 cm

C7.1
KW

KVA

Hz

3 Phase 

Length

Height

Width

135

169

50/60

380/220

350 cm

175 cm

110 cm

USEDRENT NEW C7.1
KW

KVA

Hz

3 Phase 

Length

Height

Width

156

195

50/60

380/220

350 cm

175 cm

110 cm

USEDRENT NEW USEDRENT NEW

6
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USEDRENT NEWUSEDRENT NEW USEDRENT NEWF125-1
KW

KVA

Hz

3 Phase 

Length

Height

Width

100

125

50/60

380/220

341 cm

206 cm

113 cm

P150
KW

KVA

Hz

3 Phase 

Length

Height

Width

120

150

50/60

380/220

2450 (96.5) mm

1544 (60.8) mm

1010 (39.8) mm

P165-5
KW

KVA

Hz

3 Phase 

Length

Height

Width

135

169

50/60

380/220

2450 (96.5) mm

1544 (60.8) mm

1010 (39.8) mm

XQP150
KW

KVA

Hz

3 Phase 

Length

Height

Width

135

169

50/60

380/220

350 cm

175 cm

110 cm

C7.1
KW

KVA

Hz

3 Phase 

Length

Height

Width

135

169

50/60

380/220

350 cm

175 cm

110 cm

USEDRENT NEW C7.1
KW

KVA

Hz

3 Phase 

Length

Height

Width

156

195

50/60

380/220

350 cm

175 cm

110 cm

USEDRENT NEW USEDRENT NEW

G
enerators

NEWRENT USED NEWRENT USED NEWRENT USED

NEWRENT USED NEWRENT USEDNEWRENT USED

P250H-3
KW

KVA

Hz

3 Phase 

Length

Height

Width

176

220

50/60

380/220

366 cm

210 cm

145 cm

C9
KW

KVA

Hz

3 Phase 

Length

Height

Width

180

225

50/60

380/220

391 cm

198 cm

130 cm

P249-3
KW

KVA

Hz

3 Phase 

Length

Height

Width

180

225

50/60

380/220

366/390 cm

207/190 cm

160/130 cm

P250H-3
KW

KVA

Hz

3 Phase 

Length

Height

Width

192

240

50/60

380/220

390 cm

196 cm

130 cm

P200-3
KW

KVA

Hz

3 Phase 

Length

Height

Width

160

200

50/60

380/220

350 cm

175 cm

128.5 cm

P313
KW

KVA

Hz

3 Phase 

Length

Height

Width

197

246

50/60

380/220

2662 (104.8) mm

1818 (71.6) mm

1071 (42.2) mm

7
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USEDRENT NEWUSEDRENT NEW

USEDRENT NEW

USEDRENT NEW

USEDRENT NEW USEDRENT NEWC13
KW

KVA

Hz

3 Phase 

Length

Height

Width

320

400

50/60

380/220

477 cm

272 cm

170 cm

C13
KW

KVA

Hz

3 Phase 

Length

Height

Width

350

438

50/60

380/220

477 cm

272 cm

170 cm

P313-5
KW

KVA

Hz

3 Phase 

Length

Height

Width

220

275

50/60

380/220

400 cm

200 cm

120 cm

C9
KW

KVA

Hz

3 Phase 

Length

Height

Width

250

313

50/60

380/220

395 cm

198 cm

130 cm

C9
KW

KVA

Hz

3 Phase 

Length

Height

Width

270

338

50/60

380/220

395 cm

200 cm

130 cm

P375-5
KW

KVA

Hz

3 Phase 

Length

Height

Width

270

338

50/60

380/220

370 cm

250 cm

150 cm

8



C18
KW

KVA

Hz

3 Phase 

Length

Height

Width

545

681.25

50/60

380/220

65 cm

260 cm

242 cm

P750
KW

KVA

Hz

3 Phase 

Length

Height

Width

540

675

50/60

380/220

65 cm

260 cm

242 cm

3412
KW

KVA

Hz

3 Phase 

Length

Height

Width

635

793

60

380/220

411 cm

190 cm

198 cm

G
enerators

NEWRENT USED NEWRENT USED NEWRENT USED

NEWRENT USED NEWRENT USEDNEWRENT USED

C15
KW

KVA

Hz

3 Phase 

Length

Height

Width

455

568.75

50/60

380/220

477 cm

272 cm

170 cm

C18
KW

KVA

Hz

3 Phase 

Length

Height

Width

500

625

50/60

380

65 cm

260 cm

242 cm

P344-3
KW

KVA

Hz

3 Phase 

Length

Height

Width

350

438

50/60

380/220

476 cm

271 cm

171 cm

9



Earthmoving
EquipmentG

en
er

at
or

s

USEDRENT NEWUSEDRENT NEW

USEDRENT NEWUSEDRENT NEW USEDRENT NEW3512
KW

KVA

Hz

3 Phase 

Length

Height

Width

1000

1250

50/60

380

834 cm

290 cm

260 cm

C32
KW

KVA

Hz

3 Phase 

Length

Height

Width

910

1138

50/60

380/220

65 cm

260 cm

242 cm

P1250P3
KW

KVA

Hz

3 Phase 

Length

Height

Width

1000

1250

50/60

380/220

834 cm

290 cm

260 cm

3412
KW

KVA

Hz

3 Phase 

Length

Height

Width

725

906

50/60

380/220

65 cm

260 cm

242 cm

C18
KW

KVA

Hz

3 Phase 

Length

Height

Width

650

812

60

380/220

391 cm

215 cm

147 cm

10



Earthmoving
EquipmentG

en
er

at
or

s

USEDRENT NEWUSEDRENT NEW

USEDRENT NEWUSEDRENT NEW USEDRENT NEW3512
KW

KVA

Hz

3 Phase 

Length

Height

Width

1000

1250

50/60

380

834 cm

290 cm

260 cm

C32
KW

KVA

Hz

3 Phase 

Length

Height

Width

910

1138

50/60

380/220

65 cm

260 cm

242 cm

P1250P3
KW

KVA

Hz

3 Phase 

Length

Height

Width

1000

1250

50/60

380/220

834 cm

290 cm

260 cm

3412
KW

KVA

Hz

3 Phase 

Length

Height

Width

725

906

50/60

380/220

65 cm

260 cm

242 cm

C18
KW

KVA

Hz

3 Phase 

Length

Height

Width

650

812

60

380/220

391 cm

215 cm

147 cm



930K WHEEL LOADER
Breakout Force

Maximum Working Pressure

Bucket Capacities 

Maximum Gross Power 

12 891 kg

25 000 kpa

2.1-2.7 m3

119 kw

TH417 TELE HANDLER
Gross Power 

Rated Load Capacity

Maximum Lift Height 

Maximum System Pressure

74.4 kw

4000 kg

17.0 m

 270 bar

CAT 426F2 BH LOADER 4WD
Gross Power ISO 14396 

Net Power Rating at 2,200 rpm

Operating Weight 

Dig Depth 

68.5 kw 

66.0 kw

8425 kg

4709 mm

302 MINI EXCAVATOR 
Operating Pressure – Equipment 

Operating Pressure – Swing

Dig Depth

Boom in Reach 

245 bar 3,553.4 psi 

147 bar 2,132.1 psi

2370 mm 

1660 mm 

Ea
rt

hm
ov

in
g 

Eq
ui

pm
en

t

NEWRENT USED NEWRENT USED

NEWRENT USEDNEWRENT USED

216B SKID LOADER
Rated Operating Capacity

Operating Weight

Tipping Load

Length with Bucket

635 kg

2581 kg

1270 kg

3233 mm

226B SKID LOADER
Rated Operating Capacity

Operating Weight

Tipping Load

Length with Bucket

680 kg

2641 kg

1360 kg

3233 mm

246D SKID LOADER
Rated Operating Capacity 

Operating Weight 

Tipping Load 

Length with Bucket

1000 kg 

3392 kg

2000 kg

3708 mm

Earthm
oving Equipm

ent

NEWRENT USEDNEWRENT USED NEWRENT USED

12



930K WHEEL LOADER
Breakout Force

Maximum Working Pressure

Bucket Capacities 

Maximum Gross Power 

12 891 kg

25 000 kpa

2.1-2.7 m3

119 kw

TH417 TELE HANDLER
Gross Power 

Rated Load Capacity

Maximum Lift Height 

Maximum System Pressure

74.4 kw

4000 kg

17.0 m

 270 bar

CAT 426F2 BH LOADER 4WD
Gross Power ISO 14396 

Net Power Rating at 2,200 rpm

Operating Weight 

Dig Depth 

68.5 kw 

66.0 kw

8425 kg

4709 mm

302 MINI EXCAVATOR 
Operating Pressure – Equipment 

Operating Pressure – Swing

Dig Depth

Boom in Reach 

245 bar 3,553.4 psi 

147 bar 2,132.1 psi

2370 mm 

1660 mm 

Ea
rt

hm
ov

in
g 

Eq
ui

pm
en

t

NEWRENT USED NEWRENT USED

NEWRENT USEDNEWRENT USED

216B SKID LOADER
Rated Operating Capacity

Operating Weight

Tipping Load

Length with Bucket

635 kg

2581 kg

1270 kg

3233 mm

226B SKID LOADER
Rated Operating Capacity

Operating Weight

Tipping Load

Length with Bucket

680 kg

2641 kg

1360 kg

3233 mm

246D SKID LOADER
Rated Operating Capacity 

Operating Weight 

Tipping Load 

Length with Bucket

1000 kg 

3392 kg

2000 kg

3708 mm

Earthm
oving Equipm

ent

NEWRENT USEDNEWRENT USED NEWRENT USED

13



Forklifts

DP35
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

3.5 Ton

4 Meter

19/19.5 km/h

DP45
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

4 Ton

4 Meter

21.5/22.0 km/h

Forklifts

USEDRENT NEWUSEDRENT NEW

USEDRENT NEWUSEDRENT NEW DP30
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

3 Ton

4 Meter

19/19.5 km/h

USEDRENT NEW

DP50
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

5 Ton

4 Meter

21/22 km/h

USEDRENT NEW

DP15
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

1.5 Ton

4 Meter

19/19.5 km/h

DP25
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

2 Ton

4 Meter

19/19.5 km/h



DP35
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

3.5 Ton

4 Meter

19/19.5 km/h

DP45
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

4 Ton

4 Meter

21.5/22.0 km/h

Forklifts

USEDRENT NEWUSEDRENT NEW

USEDRENT NEWUSEDRENT NEW DP30
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

3 Ton

4 Meter

19/19.5 km/h

USEDRENT NEW

DP50
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

5 Ton

4 Meter

21/22 km/h

USEDRENT NEW

DP15
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

1.5 Ton

4 Meter

19/19.5 km/h

DP25
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

2 Ton

4 Meter

19/19.5 km/h

15



USEDRENT NEWUSEDRENT NEWDP70
Power Source

Load Capacity

Lift Height 

Travel Speed

Diesel

7 Ton

4 Meter

26/30 km/h

USEDRENT NEW DP100
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

10 Ton

4 Meter

24/30 km/h

DP150
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

15 Ton

4 Meter

34/34 km/h

Fo
rk

lif
ts

16



USEDRENT NEWUSEDRENT NEWDP70
Power Source

Load Capacity

Lift Height 

Travel Speed

Diesel

7 Ton

4 Meter

26/30 km/h

USEDRENT NEW DP100
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

10 Ton

4 Meter

24/30 km/h

DP150
Power Source

Load Capacity

Lift Height

Travel Speed

Diesel

15 Ton

4 Meter

34/34 km/h

Fo
rk

lif
ts

Forklifts

GP50
Power Source

Load Capacity

Lift Height

Travel Speed

Petrol/LPG

5 Ton

4 Meter

21/22 km/h

USEDRENT NEWGP35
Power Source

Load Capacity

Lift Height

Travel Speed

Petrol/LPG

3.5 Ton

4 Meter

19/19.5 km/h

USEDRENT NEW

GP25
Power Source

Load Capacity

Lift Height

Travel Speed

Petrol/LPG

2.5 Ton

4 Meter

19/19.5 km/h

USEDRENT NEW GP30
Power Source

Load Capacity

Lift Height

Travel Speed

Petrol/LPG

3 Ton

4 Meter

19/19.5 km/h

USEDRENT NEW

17



Fo
rk

lif
ts

EP30
Power Source

Load Capacity

Lift Height

Travel Speed

Electric

3 Ton

4 Meter

13.5/15.6 km/h

USEDRENT NEW

USEDRENT NEWUSEDRENT NEW

USEDRENT NEWUSEDRENT NEW

EP18
Power Source

Load Capacity

Lift Height

Travel Speed

Electric

1.8 Ton

4 Meter

14/16 km/h

EP15
Power Source

Load Capacity

Lift Height

Travel Speed

Electric

1.5 Ton

4 Meter

14/16.5 km/h

EP16
Power Source

Load Capacity

Lift Height

Travel Speed

Electric

1.6 Ton

4 Meter

14.5/16.0 km/h

USEDRENT NEW

EP20
Power Source

Load Capacity

Lift Height

Travel Speed

Electric

2 Ton

4 Meter

14/15.5 km/h

EP25
Power Source

Load Capacity

Lift Height

Travel Speed

Electric

2.5 Ton

4 Meter

13.5/15.6 km/h

18



Fo
rk

lif
ts

EP30
Power Source

Load Capacity

Lift Height

Travel Speed

Electric

3 Ton

4 Meter

13.5/15.6 km/h

USEDRENT NEW

USEDRENT NEWUSEDRENT NEW

USEDRENT NEWUSEDRENT NEW

EP18
Power Source

Load Capacity

Lift Height

Travel Speed

Electric

1.8 Ton

4 Meter

14/16 km/h

EP15
Power Source

Load Capacity

Lift Height

Travel Speed

Electric

1.5 Ton

4 Meter

14/16.5 km/h

EP16
Power Source

Load Capacity

Lift Height

Travel Speed

Electric

1.6 Ton

4 Meter

14.5/16.0 km/h

USEDRENT NEW

EP20
Power Source

Load Capacity

Lift Height

Travel Speed

Electric

2 Ton

4 Meter

14/15.5 km/h

EP25
Power Source

Load Capacity

Lift Height

Travel Speed

Electric

2.5 Ton

4 Meter

13.5/15.6 km/h

USEDRENT NEWUSEDRENT NEW12 – 18 TONS FORKLIFT 
Power Source

Capacity

Lift Height

Travel Speed 

Diesel

12 Ton - 18 Ton

4 Meter

30/30 km/h

USEDRENT NEW 20 – 30 TONS FORKLIFT
Power Source

Capacity

Lift Height

Travel Speed

Diesel

20 Ton - 30 Ton

4 Meter

26/26 km/h

32- 52 TONS FORKLIFT 
Power Source

Capacity

Lift Height

Travel Speed

Diesel

32 Ton - 52 Ton

4 Meter

27/27 km/h

Forklifts

19



Warehousing
Equipment



Warehousing
Equipment

W
arehousing Equipm

ent

NSP16N2R
Power Source

Load Capacity

Travel Speed

Battery

1.6 Ton

6.0 / 6.0 km/h

USEDRENT NEW NSV16P
Power Source

Load Capacity

Travel Speed

Electric

1.6 Ton

8.5/8.5 km/h

USEDRENT NEW NSP16N2
Power Source

Load Capacity

Travel Speed

Battery

1.6 Ton

6.0 / 6.0 km/h

USEDRENT NEW

21



NR14N2S
Power Source

Load Capacity

Travel Speed

Battery

1.4 Ton

12 / 12 km/h

USEDRENT NEWNR16N2L
Power Source

Load Capacity

Travel Speed

Battery

1.6 Ton

2/12 Km/H

USEDRENT NEW NR16N2
Power Source

Load Capacity

Travel Speed

Battery

1.6 Ton

12 /12 km/h

USEDRENT NEW

W
ar

eh
ou

si
ng

 E
qu

ip
m

en
t

NPV20N3
Power Source

Load Capacity

Travel Speed

Battery

2 Ton

10/10  km/h

NPP20N2
Power Source

Load Capacity

Travel Speed

Battery

2 Ton

6.0/6.0 km/h

CE25MPTP
Power Source

Load Capacity

Fork Dimensions 

Manual

2.5 Ton

520 x 1150 mm

USEDRENT NEW USEDRENT NEW USEDRENT NEW

W
arehousing Equipm

ent

22



NR14N2S
Power Source

Load Capacity

Travel Speed

Battery

1.4 Ton

12 / 12 km/h

USEDRENT NEWNR16N2L
Power Source

Load Capacity

Travel Speed

Battery

1.6 Ton

2/12 Km/H

USEDRENT NEW NR16N2
Power Source

Load Capacity

Travel Speed

Battery

1.6 Ton

12 /12 km/h

USEDRENT NEW

W
ar

eh
ou

si
ng

 E
qu

ip
m

en
t

NPV20N3
Power Source

Load Capacity

Travel Speed

Battery

2 Ton

10/10  km/h

NPP20N2
Power Source

Load Capacity

Travel Speed

Battery

2 Ton

6.0/6.0 km/h

CE25MPTP
Power Source

Load Capacity

Fork Dimensions 

Manual

2.5 Ton

520 x 1150 mm

USEDRENT NEW USEDRENT NEW USEDRENT NEW

W
arehousing Equipm

ent

23



W
ar

eh
ou

si
ng

 E
qu

ip
m

en
t

NO20N2
Power Source

Load Capacity

Travel Speed

Battery

2 Ton

9.0 / 9.0 km/h

NVT15
Power Source

Load Capacity

Travel Speed

Battery

1.5 Ton

12.0 / 12.0 km/h

USEDRENT NEWUSEDRENT NEW

24



Aerial Platforms

W
ar

eh
ou

si
ng

 E
qu

ip
m

en
t

NO20N2
Power Source

Load Capacity

Travel Speed

Battery

2 Ton

9.0 / 9.0 km/h

NVT15
Power Source

Load Capacity

Travel Speed

Battery

1.5 Ton

12.0 / 12.0 km/h

USEDRENT NEWUSEDRENT NEW



PECOLIFT
Maximum Working Height 

Maximum Platform Height 

Safe Working Load 

Maximum Wind Force

CLOSED DIMENSIONS 

Length

Width

Height

Weight

3.50 m 

1.50 m

150 kg (1 Person + Tools)

Internal Use Only 0 m/s

0.99 m

0.70 m

1.55 m

180 kg

ECOLIFT
Maximum Working Height

Maximum Platform Height

Safe Working Load - Platform

Maximum Wind Force

CLOSED DIMENSIONS 

Length

Width

Height

Weight

4.20 m

2.20 m

150 kg (1 Person + Tools)

Internal use only 0 m/s

1.28 m

0.74 m

1.95 m

305 kg

NANO
Maximum Working Height

Maximum Platform Height

Safe Working Load - Platform

Maximum Wind Force

CLOSED DIMENSIONS 

Length

Width

Height

Weight

4.50 m

2.50 m

200 kg (1 Person Plus Tools)

Internal Use Only 0 m/s

1.195 m 

0.75 m

1.56 m 

285 kg

POWER TOWER
Maximum Working Height 

Maximum Platform Height 

Safe Working Load

Maximum Wind Force

CLOSED DIMENSIONS 

Length

Width

Height

Weight

5.10 m

3.10 m

250 kg (1 Person Plus Tools)

Internal Use Only 0 m/s

1.60 m

0.78 m

1.85 m

342 kg

POWER TOWER DUO
Maximum Working Height 

Maximum Platform Height 

Safe Working Load 

Maximum Wind Force

CLOSED DIMENSIONS 

Length

Width

Height

Weight

5.10 m

3.10 m

250 kg

12.5 m/s

1.79 m

0.78 m

1.85 m

425 kg

USEDRENT NEW
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25AM-AC
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width  

38AM-DC
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Battery

13.4 m

11.58 m

136 kg

74 m

38AM-AC
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Electric

13.4 m

11.58 m

136 kg

0.74 m

USEDRENT NEWUSEDRENT NEWUSEDRENT NEW

Electric

9.45 m

7.57 m

160 kg

0.75 m

PECOLIFT
Maximum Working Height 

Maximum Platform Height 

Safe Working Load 

Maximum Wind Force

CLOSED DIMENSIONS 

Length

Width

Height

Weight

3.50 m 

1.50 m

150 kg (1 Person + Tools)

Internal Use Only 0 m/s

0.99 m

0.70 m

1.55 m

180 kg

ECOLIFT
Maximum Working Height

Maximum Platform Height

Safe Working Load - Platform

Maximum Wind Force

CLOSED DIMENSIONS 

Length

Width

Height

Weight

4.20 m

2.20 m

150 kg (1 Person + Tools)

Internal use only 0 m/s

1.28 m

0.74 m

1.95 m

305 kg

NANO
Maximum Working Height

Maximum Platform Height

Safe Working Load - Platform

Maximum Wind Force

CLOSED DIMENSIONS 

Length

Width

Height

Weight

4.50 m

2.50 m

200 kg (1 Person Plus Tools)

Internal Use Only 0 m/s

1.195 m 

0.75 m

1.56 m 

285 kg

POWER TOWER
Maximum Working Height 

Maximum Platform Height 

Safe Working Load

Maximum Wind Force

CLOSED DIMENSIONS 

Length

Width

Height

Weight

5.10 m

3.10 m

250 kg (1 Person Plus Tools)

Internal Use Only 0 m/s

1.60 m

0.78 m

1.85 m

342 kg

POWER TOWER DUO
Maximum Working Height 

Maximum Platform Height 

Safe Working Load 

Maximum Wind Force

CLOSED DIMENSIONS 

Length

Width

Height

Weight

5.10 m

3.10 m

250 kg

12.5 m/s

1.79 m

0.78 m

1.85 m

425 kg

USEDRENT NEW
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600AJ
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

20.47 m

18.47 m

227 kg

2.49 m

450AJ
Power Source

Working Height

Platform Height

Platform Capacity 

Machine Width

Diesel

15.72 m

13.72 m

227 kg

1.75 m

800AJ
Power Source

Working Height

Platform Height

Platform Capacity 

Machine Width

Diesel

26.38 m

24.38 m

227 kg

2.44 m

1250AJP
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

40.1 m

38.1 m

454 / 227 kg

2.49 m

A
er

ia
l P

la
tfo

rm
s
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E450AJ 2WD
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Battery/Electric

15.72 m 

13.72 m

227 kg

1.75 m 

E450AJ 4WD
Power Source

Working Height

Platform Height

Platform Capacity 

Machine Width

Battery/Electric 

15.72 m

13.72 m

227 kg

 1.75 m

1500AJP
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

47.72 m

45.72 m

454 / 227 kg

2.5 m

A
erial Platform

s
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460SJ
Power Source

Working Height

Platform Height

Platform Capacity 

Machine Width

Diesel

16.05 m

14.05 m

227 kg

2.31 m

860SJ
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

28.21 m

26.21 m

340 / 227 kg

2.49 m 

660SJ
Power Source

Working Height

Platform Height

Platform Capacity 

Machine Width

Diesel

22 m

20.02 m

249 kg

2.49 m

A
er

ia
l P

la
tfo

rm
s
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460SJ
Power Source

Working Height

Platform Height

Platform Capacity 

Machine Width

Diesel

16.05 m

14.05 m

227 kg

2.31 m

860SJ
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

28.21 m

26.21 m

340 / 227 kg

2.49 m 

660SJ
Power Source

Working Height

Platform Height

Platform Capacity 

Machine Width

Diesel

22 m

20.02 m

249 kg

2.49 m

A
er

ia
l P

la
tfo

rm
s

USEDRENT NEW USEDRENT NEWUSEDRENT NEW 1850SJ
Power Source

Working Height

Platform Height

Platform Capacity 

Machine Width

Diesel

58.56 m

56.56 m

454 / 227 kg

2.49 m

1350SJP
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

43.15 m

41.15 m

454 / 227 kg

2.49 m

1200SJP
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

38.58 m

36.58 m

454/227 kg

2.49 m

A
erial Platform

s
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ES2632
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Electric

9.6 m

7.77 m

230 kg

0.81 m

R3246 / ES3246
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Electric

11.8 m

9.8 m

230 kg

1.17 m

4069LE
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Electric

14.19 m 

 12.19 m

 360 kg 

 1.75 m

ERT 4769
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Electric

16.15 m

14.33 m

363 kg

1.76 m

2646ES
Power Source

Working Height

Platform Height

Platform Capacity 

Machine Width

Electric

9.92 m

7.92 m

450 kg

1.17 m 

A
er

ia
l P

la
tfo

rm
s
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4394RT
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

15.11 m

13.11 m

680 kg

2.36 m

430LRT
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

15.11 m 

13.11 m

568 kg 

2.35 m

530LRT
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

18.20 m

16.20 m

680 kg

2.31 m

USEDRENT NEWUSEDRENT NEW USEDRENT NEW

A
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ES2632
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Electric

9.6 m

7.77 m

230 kg

0.81 m

R3246 / ES3246
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Electric

11.8 m

9.8 m

230 kg

1.17 m

4069LE
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Electric

14.19 m 

 12.19 m

 360 kg 

 1.75 m

ERT 4769
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Electric

16.15 m

14.33 m

363 kg

1.76 m

2646ES
Power Source

Working Height

Platform Height

Platform Capacity 

Machine Width

Electric

9.92 m

7.92 m

450 kg

1.17 m 

A
er
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l P
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4394RT
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

15.11 m

13.11 m

680 kg

2.36 m

430LRT
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

15.11 m 

13.11 m

568 kg 

2.35 m

530LRT
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel

18.20 m

16.20 m

680 kg

2.31 m

USEDRENT NEWUSEDRENT NEW USEDRENT NEW

A
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JLG X26J
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel / Electric

25.60 m

23.60 m 

230 kg 

0.99 m

X17J
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel / Electric

16.96 m

14.96 m

230 kg

0.80 m

USEDRENT NEWUSEDRENT NEW
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JLG X26J
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel / Electric

25.60 m

23.60 m 

230 kg 

0.99 m

X17J
Power Source

Working Height

Platform Height

Platform Capacity

Machine Width

Diesel / Electric

16.96 m

14.96 m

230 kg

0.80 m

USEDRENT NEWUSEDRENT NEW

ELSA P25
Description

Mast Height

Platform Length

Platform Width

Platform Capacity

Electric Mast Climb Platform

50 m

24 m

0.8 m

2.5 Ton

A
erial Platform

s

EUROSFILO AND EUROSKY
Description

Working Height

Max Outreach

Basket Capacity

Telescopic and Articulated Platforms

14 - 16 - 18 - 21 m

6.5 - 8 m

200 - 230 kg - 2 Person

PICKUP SOLUTION
Working Height

Outreach

Truck Gvw

Basket Capacity

12 m

4.5 m

2.8 - 3.2 Ton

150 kg

USEDRENT NEWUSEDRENT NEWUSEDRENT NEW
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Compressors

Com
pressors

USEDRENT NEW
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P250WIR PORTABLE
Free Air Delivery  

Rated Operating Pressure

Pressure Range 

250 (7) cfm (m3/min)

100 (6.9)-150 (10.3)

80 - 175 (5.5 - 12.1)

USEDRENT NEW

HP435WCU PORTABLE
Free Air Delivery   

Max Working Pressure

435 cfm (m3/min)

(BAR) 11

IR (9/235) 825 PORTABLE
Free-Air Delivery 

Rated Operating Pressure 

Maximum Allowable Pressure

23.4 (825) cfm (m3/min)

bar (psi) 8.6 (125)

10.0 (145)

HP375WCU PORTABLE
Free Air Delivery  

Rated Operating Pressure 

Pressure Range

375 (10.6) cfm (m3/min)

150 (10.3)

80 – 175 (5.5 – 12.1)
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HP1600WCU PORTABLE
Free Air Delivery  

Rated Operating Pressure 

Pressure Range 

1600 (45.3) cfm (m3/min)

psig (bar) 150 (10.3)

80 - 150 (5.5 - 10.3)

Co
m

pr
es

so
rs

USEDRENT NEWIR HP1500WCU PORTABLE
Free Air Delivery cfm (m3/min)

Rated Operating Pressure 

Pressure Range

1500 (42.5)

150 (10.3)

psig (bar) 60 – 150 (4.1 – 10.3)

USEDRENT NEWXHP900WCAT
Free Air Delivery cfm (m3/min)

Rated Operating Pressure 

Pressure Range

900 (25.5) cfm (m³/min) 

350 (24.1)  psig (bar) 

150 – 375 (10.3 – 25.9) psig (bar)

USEDRENT NEW
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HP1600WCU PORTABLE
Free Air Delivery  

Rated Operating Pressure 

Pressure Range 

1600 (45.3) cfm (m3/min)

psig (bar) 150 (10.3)

80 - 150 (5.5 - 10.3)

Co
m

pr
es

so
rs

USEDRENT NEWIR HP1500WCU PORTABLE
Free Air Delivery cfm (m3/min)

Rated Operating Pressure 

Pressure Range

1500 (42.5)

150 (10.3)

psig (bar) 60 – 150 (4.1 – 10.3)

USEDRENT NEWXHP900WCAT
Free Air Delivery cfm (m3/min)

Rated Operating Pressure 

Pressure Range

900 (25.5) cfm (m³/min) 

350 (24.1)  psig (bar) 

150 – 375 (10.3 – 25.9) psig (bar)

USEDRENT NEW
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NL-PRO
Description

Engine

Fuel Capacity

Operating Time

Tower Height

Lighting

Metal Halide

Cat C1.1 

114 L

Up to 65 without Refilling Hour

30 ft

4 x 1250 Watt

NL-GR
Description

Engine

Operating Time

Tower Height

Lighting

LED

Yanmar L70w

Up to 213 without Refilling Hour

23 ft

4 x 350 Watt

SV9
Description

Penels Capacity

Lighting Capacity

Charging Time

Operating Time

Mast Height

Solar Tower Light

6 x 305 Watt

5 x 100 Watt

8 Hours

10 Hours

7.5 m

Li
gh

t T
ow

er
s
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X- SOLAR PRO M
Panel Capacity

Average Charging Time

Average Operating Time

Lighting Capacity

Mast Height 

2 x 340 and 4 x 305 Watt

8 Hours

8-10 Hours 

4 x 65 & 6 x 85 Watt

7.5 m

USEDRENT NEW
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NL-PRO
Description

Engine

Fuel Capacity

Operating Time

Tower Height

Lighting

Metal Halide

Cat C1.1 

114 L

Up to 65 without Refilling Hour

30 ft

4 x 1250 Watt

NL-GR
Description

Engine

Operating Time

Tower Height

Lighting

LED

Yanmar L70w

Up to 213 without Refilling Hour

23 ft

4 x 350 Watt

SV9
Description

Penels Capacity

Lighting Capacity

Charging Time

Operating Time

Mast Height

Solar Tower Light

6 x 305 Watt

5 x 100 Watt

8 Hours

10 Hours

7.5 m

Li
gh

t T
ow

er
s
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X- SOLAR PRO M
Panel Capacity

Average Charging Time

Average Operating Time

Lighting Capacity

Mast Height 

2 x 340 and 4 x 305 Watt

8 Hours

8-10 Hours 

4 x 65 & 6 x 85 Watt

7.5 m

USEDRENT NEW
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CST 280
Description

Power

Processes

Output Rate

Weight

Electric Welding Machines

220 - 380 V, 3 Phase

Stick & TIG

30 - 280 A, 35% Duty Cycle 

15.7 kg

BIG BLUE 400 PRO ARCREACH 
Description

Engine

Processes

Output Rate

Weight

Diesel Welding Machine

Kubota 

Stick, Flux Cord, TIG, Air Carbon Arc, MIG

400 A, 30% Duty Cycle

500 kg

BIG BLUE 500
Description

Engine

Processes

Output Rate

Weight

Diesel Welding Machine

Deutz

Stick, Flux Cord, TIG, Air Carbon Arc, MIG

500 A, 40% Duty Cycle

700 kg

WIRE FEEDERS
Description

Processes

Output Rate

Weight

Portable Suitcase Feeder

MIG - Flux Cord

450 & 650 A

200 - 240 kg

DIMENSION SERIES
Description

Processes

Output Rate

Weight

Electric Welding Machines

Multiprocess

450 & 650 A

71 - 247 kg

W
el

di
ng

 E
qu
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m
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DYNASTY 300 MULTIPROCESS
Description

Processes

Output Rate

Weight

Electric Welding Machines

Multiprocess (Stick, TIG & MIG)

210 - 700 A

21 - 90 kg

WELDING CONSUMABLES
Description

Processes

Output Rate

Weight

Stick Electrodes

E7018 - E6013 - E6010 - E8018

2.4 - 2.6 - 3.2 - 4.0 - 4.8 & 6.4  mm

4.54 - 5.0 & 22.7  kg

WELDING CONSUMABLES
Description

Processes

Output Rate

Weight

Flux Cord Wires Co2 & Mixed Gas

E71T1 2.4 -2.6 - 3.2 -4.0 - 4.8 & 6.4  mm

1.2 - 1.4 -  1.6  - mm

15 - 27  kg

SPECTRUM 875
Description

Processes

Output Rate

Weight

Plasma Cutter 

Air Plasma Cutting & Gouging

230-380v @ 50% Duty Cycle

25 kg

MAXSTAR 280 DX
Description

Processes

Output Rate

Weight

Electric Welding Machines 

Tig

150 - 280 A

6 - 21 kg

XMT SERIES
Description

Processes

Output Rate

Weight

Electric Welding Machines

Stick, TIG, MIG

450 A, 100% Duty Cycle 

42 - 55 kg

W
elding Equipm

ent
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CST 280
Description

Power

Processes

Output Rate

Weight

Electric Welding Machines

220 - 380 V, 3 Phase

Stick & TIG

30 - 280 A, 35% Duty Cycle 

15.7 kg

BIG BLUE 400 PRO ARCREACH 
Description

Engine

Processes

Output Rate

Weight

Diesel Welding Machine

Kubota 

Stick, Flux Cord, TIG, Air Carbon Arc, MIG

400 A, 30% Duty Cycle

500 kg

BIG BLUE 500
Description

Engine

Processes

Output Rate

Weight

Diesel Welding Machine

Deutz

Stick, Flux Cord, TIG, Air Carbon Arc, MIG

500 A, 40% Duty Cycle

700 kg

WIRE FEEDERS
Description

Processes

Output Rate

Weight

Portable Suitcase Feeder

MIG - Flux Cord

450 & 650 A

200 - 240 kg

DIMENSION SERIES
Description

Processes

Output Rate

Weight

Electric Welding Machines

Multiprocess

450 & 650 A

71 - 247 kg

W
el

di
ng
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qu
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m
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t
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DYNASTY 300 MULTIPROCESS
Description

Processes

Output Rate

Weight

Electric Welding Machines

Multiprocess (Stick, TIG & MIG)

210 - 700 A

21 - 90 kg

WELDING CONSUMABLES
Description

Processes

Output Rate

Weight

Stick Electrodes

E7018 - E6013 - E6010 - E8018

2.4 - 2.6 - 3.2 - 4.0 - 4.8 & 6.4  mm

4.54 - 5.0 & 22.7  kg

WELDING CONSUMABLES
Description

Processes

Output Rate

Weight

Flux Cord Wires Co2 & Mixed Gas

E71T1 2.4 -2.6 - 3.2 -4.0 - 4.8 & 6.4  mm

1.2 - 1.4 -  1.6  - mm

15 - 27  kg

SPECTRUM 875
Description

Processes

Output Rate

Weight

Plasma Cutter 

Air Plasma Cutting & Gouging

230-380v @ 50% Duty Cycle

25 kg

MAXSTAR 280 DX
Description

Processes

Output Rate

Weight

Electric Welding Machines 

Tig

150 - 280 A

6 - 21 kg

XMT SERIES
Description

Processes

Output Rate

Weight

Electric Welding Machines

Stick, TIG, MIG

450 A, 100% Duty Cycle 

42 - 55 kg

W
elding Equipm

ent
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Compactors

PC 100 & PC 100 D
Description

Engine

Centrifugal Force

Plate Width

Weight

Forward Plate Compactor

Honda Honda Gx16 & Hatz 1B20

20 KN

500 mm

96 & 125 kg

TR800D
Description

Engine

Centrifugal Force

Foot Size

Operating Weight

Diesel Trencher Rammer

Hatz IB20 (4.7 hp)

21.4 KN

335 X 285 mm

84 kg

USEDRENT NEWUSEDRENT NEW
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Com
pactors

VR6500-KF3
Description

Engine

Centrifugal Force

Drum Size

Operating Weight

Double Roller Compactor

Kubota E75NB3

20 KN

402 x 650 mm

700 kg

CB1.7 UTILITY COMPACTOR
Max Operation Weight / kg

Engine 

HP

Speed km/h

Drum Width / cm

Static Linear Load kg/cm

Centrifugal Force Max (kn)

1605

CAT C1.1

24.7

8.6

90

9.4

13.6

CB2.5 UTILITY COMPACTOR
Max Operation Weight / kg

Engine 

HP

Speed km/h

Drum Width / cm

Static Linear Load kg/cm

Centrifugal Force Max (kn)

2250

CAT C1.5

30

10

100

11.7

28.9



Compactors

PC 100 & PC 100 D
Description

Engine

Centrifugal Force

Plate Width

Weight

Forward Plate Compactor

Honda Honda Gx16 & Hatz 1B20

20 KN

500 mm

96 & 125 kg

TR800D
Description

Engine

Centrifugal Force

Foot Size

Operating Weight

Diesel Trencher Rammer

Hatz IB20 (4.7 hp)

21.4 KN

335 X 285 mm

84 kg

USEDRENT NEWUSEDRENT NEW
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Com
pactors

VR6500-KF3
Description

Engine

Centrifugal Force

Drum Size

Operating Weight

Double Roller Compactor

Kubota E75NB3

20 KN

402 x 650 mm

700 kg

CB1.7 UTILITY COMPACTOR
Max Operation Weight / kg

Engine 

HP

Speed km/h

Drum Width / cm

Static Linear Load kg/cm

Centrifugal Force Max (kn)

1605

CAT C1.1

24.7

8.6

90

9.4

13.6

CB2.5 UTILITY COMPACTOR
Max Operation Weight / kg

Engine 

HP

Speed km/h

Drum Width / cm

Static Linear Load kg/cm

Centrifugal Force Max (kn)

2250

CAT C1.5

30

10

100

11.7

28.9
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Porta Toilets

Porta Toilets

TOILET 20FT PREM - MEPS
Length

Height 

Width

Doors

Number of seats

6.05 Meter

3.8 Meter

3 Meter

1

6

TOILET 20FT PREM - MEPS
Length

Height 

Width

Doors

Number of Seats

6.3 Meter

3.8 Meter

3.5 Meter

2

2 Men - 4 Woman

TOILET 33FTX10FT PCVIP
Length

Height 

Width

Doors

Number of Seats

11.2 Meter

3 Meter

3.7 Meter

2

3 Men - 4 Woman

USEDRENT NEWUSEDRENT NEWUSEDRENT NEW
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Other Equipment 



MOBILE WASHER - BBW30KLN+ES
Description

Engine

Max Pressure 

Volume

Tank Capacity

Trailer Mounted Bowser Washer

Yanmar

207 BAR

15 LPM

940 L

ELECTRIC CUTTER
Description

Power Source

R = 450

R = 650

Re Bar Electric Cutter

Three Phase 220,380 V

N/mm2 Up to 52

N/mm2 Up to 45

DIESEL DEWATERING PUMP 
Pump Size

Engine

Max Flow Rate

Max Head

4 - 6 - 8 - 10 Inch

Perkins & Deutz

180 - 600 m3/h

Up to 35 m

MACH 2070
Description

Engine

Max Safe Load

Transmission

Tank Capacities

4x4 Hydraulic Dumper

Yanmar 3TNV88, 3 Cylinder 

3000 kg

3 Forward & 1 Reverse

Fuel 24.5 L & Hydraulic 25 L

O
ther Equipm

ent
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 Cleaning Equipment



 Cleaning Equipment

Cleaning Equipm
ent

DULEVO 120
Model

Power Supply

Minimum Sweeping Width (mm)

Maximum Sweeping Width (mm)

Container Capacity (L)

Hourly Performance (mq/h)

Filtration PM10 (%)

120 BK

Petrol / GPL

1200

2050

800

20500

99

120 EH

Electric 48V

1200

2050

800

16400

99

120 DK

Diesel

1200

2050

800

20500

99

USEDRENT NEWDULEVO 75
Model

Power Supply

Minimum Sweeping Width (mm)

Maximum Sweeping Width (mm)

Container Capacity (L)

Hourly Performance (mq/h)

Filtration PM10 (%)

75 EH

Electric 24V

700

1220

80

7200

99

75 SH

Petrol / GPL

700

1220

80

7200

99

USEDRENT NEW

DULEVO 1300
Model

Power Supply

Minimum Sweeping Width (mm)

Maximum Sweeping Width (mm)

Container Capacity (L)

Hourly Performance (mq/h)

1300 EH

Electic 36 V

900

1600

340

11200

1300 DL

Diesel

900

1600

340

11200

USEDRENT NEWDULEVO 1100
Model

Power Supply

Minimum Sweeping Width (mm)

Maximum Sweeping Width (mm)

Container Capacity (L)

Hourly Performance (mq/h)

1100 EH

Electric 36 V

750

1440

220

10080

1100 BS

Petro / LPG

750

1440

220

10080

1100 DL

Diesel

750

1440

220

10080

USEDRENT NEW
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BOOST LINE 150.0
Model

Washing Cleaning Width 

Scrubber Width (mm)

Recovery Tank Capacity (L)

Solution Tank Capacity (L)

Voltage (v)

Hourly Performance (mq/h)

Drive

150.7BT2

680

870

170

150

48

4000

Front

150.8BT2

734

960

170

150

48

4500

Front

110.6BT1

550

775

115

105

48

3200

Front

110.7BT2

680

870

115

105

48

4000

Front

150.9BT2

836

1045

170

150

48

5000

Front

150.8BTR

700

960

170

150

48

4500

Front

BOOST LINE 300.0
Model

Washing Cleaning Width 

Scrubber Width (mm)

Recovery Tank Capacity (L)

Solution Tank Capacity (L)

Voltage (v)

Hourly Performance (mq/h)

Drive

300.10BT

1000

1300

280

300

36

7000

Rear

300.12BT

1200

1470

280

300

36

8400

Rear

300.10BTR

1000

1300

280

300

7000

Rear

Cl
ea
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BOOST LINE 110.0
Model

Washing Cleaning Width 

Scrubber Width (mm)

Recovery Tank Capacity (L)

Solution Tank Capacity (L)

Voltage (v)

Hourly Performance (mq/h)

Drive

90.7BT2

650

890

77

90

24

3250

Front

90.9BT2

850

980

77

90

24

4250

Front

BOOST LINE 90.0
Model

Washing Cleaning Width 

Scrubber Width (mm)

Recovery Tank Capacity (L)

Solution Tank Capacity (L)

Voltage (v)

Hourly Performance (mq/h)

Drive

USEDRENT NEW

USEDRENT NEWUSEDRENT NEW

USEDRENT NEW

110.7BT2

750

1200

210

220

36

7200

Rid-on

BOOST LINE COMBI
Model

Washing Cleaning Width 

Scrubber Width (mm)

Recovery Tank Capacity (L)

Solution Tank Capacity (L)

Voltage (v)

Hourly Performance (mq/h)

Drive

USEDRENT NEW
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BOOST LINE 150.0
Model

Washing Cleaning Width 

Scrubber Width (mm)

Recovery Tank Capacity (L)

Solution Tank Capacity (L)

Voltage (v)

Hourly Performance (mq/h)

Drive

150.7BT2

680

870

170

150

48

4000

Front

150.8BT2

734

960

170

150

48

4500

Front

110.6BT1

550

775

115

105

48

3200

Front

110.7BT2

680

870

115

105

48

4000

Front

150.9BT2

836

1045

170

150

48

5000

Front

150.8BTR

700

960

170

150

48

4500

Front

BOOST LINE 300.0
Model

Washing Cleaning Width 

Scrubber Width (mm)

Recovery Tank Capacity (L)

Solution Tank Capacity (L)

Voltage (v)

Hourly Performance (mq/h)

Drive

300.10BT

1000

1300

280

300

36

7000

Rear

300.12BT

1200

1470

280

300

36

8400

Rear

300.10BTR

1000

1300

280

300

7000

Rear

Cl
ea

ni
ng
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t

BOOST LINE 110.0
Model

Washing Cleaning Width 

Scrubber Width (mm)

Recovery Tank Capacity (L)

Solution Tank Capacity (L)

Voltage (v)

Hourly Performance (mq/h)

Drive

90.7BT2

650

890

77

90

24

3250

Front

90.9BT2

850

980

77

90

24

4250

Front

BOOST LINE 90.0
Model

Washing Cleaning Width 

Scrubber Width (mm)

Recovery Tank Capacity (L)

Solution Tank Capacity (L)

Voltage (v)

Hourly Performance (mq/h)

Drive

USEDRENT NEW
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110.7BT2

750

1200

210

220

36

7200

Rid-on

BOOST LINE COMBI
Model

Washing Cleaning Width 

Scrubber Width (mm)

Recovery Tank Capacity (L)

Solution Tank Capacity (L)

Voltage (v)

Hourly Performance (mq/h)

Drive

USEDRENT NEW DULEVO 6000
Model

Power Supply

Sweeping Width Central Brush (mm)

Sweeping Width Side Brushes (mm)

Sweeping Width with Side Brushes and Third Brush (mm)

Container Capacity (m³)

Hourly Performance (mq/h)

Damp Height

6000

Diesel

1300

2600

3500

6.3

105000

1150 - 2400 mm

DULEVO 850
Model

Power Supply

Minimum Sweeping Width (mm)

Maximum Sweeping Width (mm)

Container Capacity (m³)

Hourly Performance (m/h)

Damp Height

850

Diesel

1500

1850

0.8

22000

1425 mm

DULEVO D3
Model

Power Supply

Sweeping Width Central Brush (mm)

Sweeping Width Side Brushes (mm)

Sweeping Width with Side Brushes and Third Brush (mm)

Container Capacity (m³)

Hourly Performance (mq/h)

Damp Height

D3

Diesel

1300

2150

3200

3.3

90000

1730 mm

Cleaning Equipm
ent

DULEVO D. ZERO2

Model

Power Supply

Minimum Sweeping Width (mm)

Maximum Sweeping Width (mm)

Washing Solution Tank Capacity (L)

Container Capacity (m³)

Hourly Performance (m/h)

D. ZERO

Electric

1750

3200

220

2.1

25200

USEDRENT NEW USEDRENT NEW
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DULEVO 5000 VELOCE
Model

Power Supply

Sweeping Width Central Brush (mm)

Sweeping Width Side Brushes (mm)

Sweeping Width with Side Brushes and Third Brush (mm)

Container Capacity (m³)

Filtering Surface (mq)

Damp Height

5000 VELOCE

Diesel

1300

2600

3600

5

5.3

1150 mm
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BEACHTECH 5500
Description

Engine

Hopper Capacity (m³)

Dump Height (mm)

Working Width (mm)

Self Propelled

Deutz (55.4 kw)

1.5 

2600

1524

BEACHTECH SWEEPY
Description

Engine

Working Depth (mm)

Operation Width

Waste Container (L)

Walk Behind Beach Cleaner

Briggs & Stratton, Petrol 9.1 hp/6.7 kw

Up to 120

1050 mm

80

Cl
ea

ni
ng
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USEDRENT NEW BEACHTECH 1500
Description

Hopper Capacity (m³)

Dumping Height (mm)

Screening Width (mm)

Tractor Requirement

Tractor Towed Beach Cleaner

1.5

2600

1600

48 kw/65 hp 540 rpm

USEDRENT NEWUSEDRENT NEW

Bauer Machines
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BEACHTECH 5500
Description

Engine

Hopper Capacity (m³)

Dump Height (mm)

Working Width (mm)

Self Propelled

Deutz (55.4 kw)

1.5 

2600

1524

BEACHTECH SWEEPY
Description

Engine

Working Depth (mm)

Operation Width

Waste Container (L)

Walk Behind Beach Cleaner

Briggs & Stratton, Petrol 9.1 hp/6.7 kw

Up to 120

1050 mm

80
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USEDRENT NEW BEACHTECH 1500
Description

Hopper Capacity (m³)

Dumping Height (mm)

Screening Width (mm)

Tractor Requirement

Tractor Towed Beach Cleaner

1.5

2600

1600

48 kw/65 hp 540 rpm

USEDRENT NEWUSEDRENT NEW

Bauer Machines



BG33 PREMIUM LINE 
Max Drilling Depth 

Max Drilling Diameter 

Drilling Torque 

Main Winch Capacity 

Engine Model 

EEP System 

Applications 

Up to 56 m 

Up to 2 m 

300 kn/m 

26 Ton Single Layer 

CAT C13 , 354 kw @ 1850 rpm 

Equipped with Energy-Efficiency-Package

10 Drilling Applications

BG26 VALUE LINE   
Max Drilling Depth 

Max Drilling Diameter 

Drilling Torque 

Main Winch Capacity 

Engine Model 

Applications 

Up to 44 m 

Up to 1.5 m 

260 kn/m 

22.5 Ton Single Layer 

CAT C9 , 261 kw @ 1850 rpm 

Kelly Drilling 

MC96 CRANE 
Max Capacity 

Max Boom Length  

Applications 

Main Winch Capacity 

Engine Model 

EEP System 

Existing Application

130 Ton 

33.4 m 

10 Different Application

2 x 35 Ton 

CAT C15 , 540 kw @ 1800 rpm 

Equipped with Energy-Efficiency-Package

Dynamic Compaction 

B
au

er
 M

ac
hi

ne
s
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Deep Compaction
Machines



RIC 9000 
Max Capacity 

No of Blow/ Minutes 

Compaction Depth 

Excavator Model 

Total Machine Weight 

9 Ton

20 Up to 35 

Up to 4 m 

CAT 645 

50 Ton

RIC1600
Max Capacity 

No of Blow/ Minutes 

Compaction Depth 

Excavator Model 

Total Machine Weight 

16 Ton 

20 Up to 35 

Up to 5 m 

CAT 390

90 Ton

D
ee

p 
Co

m
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ct
io
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M
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ne
s 
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RIC 9000 
Max Capacity 

No of Blow/ Minutes 

Compaction Depth 

Excavator Model 

Total Machine Weight 

9 Ton

20 Up to 35 

Up to 4 m 

CAT 645 

50 Ton

RIC1600
Max Capacity 

No of Blow/ Minutes 

Compaction Depth 

Excavator Model 

Total Machine Weight 

16 Ton 

20 Up to 35 

Up to 5 m 

CAT 390

90 Ton

D
ee

p 
Co

m
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TEREX RT555-1, 50 TON CRANE
Rated Capacity

Maximum Main Boom Length

Maximum Tip Height 

50 Ton at 3 Meter Working Radius

33,5 Meter

33,8 Meter

USEDRENT NEW

Cr
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Container Handling
Equipment



KONECRANES LIFTACE 4532 TCE5
Lifting Capacity

Drive Speed

Lifting Speed

45,000 kg

24 / 21 km/h

0,39 m/s

SVETRUCK CS-ECS
Lifting Capacity

Drive Speed

Lifting Speed

4 - 7 Container High

25 / 25 km/h

0.40 / 0.40  m/s

KONECRANE CONTAINER HANDLER
Lifting Capacity

Drive Speed

Lifting Speed

5 - 8 Container High

25 / 25 km/h

0.40 / 0.40  m/s

USEDRENT NEW USEDRENT NEW USEDRENT NEW
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KONECRANES LIFTACE 4532 TCE5
Lifting Capacity

Drive Speed

Lifting Speed

45,000 kg

24 / 21 km/h

0,39 m/s

SVETRUCK CS-ECS
Lifting Capacity

Drive Speed

Lifting Speed

4 - 7 Container High

25 / 25 km/h

0.40 / 0.40  m/s

KONECRANE CONTAINER HANDLER
Lifting Capacity

Drive Speed

Lifting Speed

5 - 8 Container High

25 / 25 km/h

0.40 / 0.40  m/s
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Golf Carts



GOLF CARTS 4 SEATERS & 4+2 SEATERS
Source Type

Motor Capacity

Features

Tires

8 x Batteries Capacity 6V x 185 Ah

Electric Motor 48V / 3-4KW

On Board Charger, Windshield, Seat Belt and Rear Vi

Golf Course Tries & Aluminum Wheels 205/50-10 4PR

USEDRENT NEW
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Attachments
GOLF CARTS 4 SEATERS & 4+2 SEATERS
Source Type

Motor Capacity

Features

Tires

8 x Batteries Capacity 6V x 185 Ah

Electric Motor 48V / 3-4KW

On Board Charger, Windshield, Seat Belt and Rear Vi

Golf Course Tries & Aluminum Wheels 205/50-10 4PR

USEDRENT NEW
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TRENCHER SW360B
Maximum Cutting Depth

Weight

Overall Width

Overall Height

Length

600 mm

1470 kg

1850 mm

1765 mm

2365 mm

HAMMERS B6s
Height Without Tool

Overall Height

Overall Length

Overall Width

39 (999) mm

57 (1439) mm

12.4 (316) mm

17 (440) mm

BROOMS BU115 
Overall Width

Height

Length

Weight

71 (1810) mm

59 (1510) mm

31 (793) mm

948 (430) mm

AUGUR A41
Drive Shaft Torque at Maximum

Drive Method

Mounting Bracket Design

Pressure  3038.8 lb/ft

Gerotor Motor - Single Planetary Reduction

3 Ton Mini Excavator Pin On

USEDRENT NEW
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TRENCHER SW360B
Maximum Cutting Depth

Weight

Overall Width

Overall Height

Length

600 mm

1470 kg

1850 mm

1765 mm

2365 mm

HAMMERS B6s
Height Without Tool

Overall Height

Overall Length

Overall Width

39 (999) mm

57 (1439) mm

12.4 (316) mm

17 (440) mm

BROOMS BU115 
Overall Width

Height

Length

Weight

71 (1810) mm

59 (1510) mm

31 (793) mm

948 (430) mm

AUGUR A41
Drive Shaft Torque at Maximum

Drive Method

Mounting Bracket Design

Pressure  3038.8 lb/ft

Gerotor Motor - Single Planetary Reduction

3 Ton Mini Excavator Pin On
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Ejar CAT Rental Store

Zahid Tractor

JEDDAH

ABHA

YANBU

DAMMAM

JUBAIL

RIYADH

NORTH RIYADH

SOUTH RIYADH

AL KHARJ

NAJRANJIZAN

TAIF

MAKKAH

MADINAH

QASSIM

HAIL

ARAR

TABUK

TABARJAL

AL JOUF

HOFUF

SAFANYEH

RIYADH DOWNTOWN

Ejar Cat Rental Store                                     | 800 1160 223 | www.ejarsa.com

Al Jouf Branch

P.O. Box 421
King Fahad Road
Kingdom of Saudi Arabia

T: +966 14 625 1316
F: +966 14 625 3816

Arar Branch

P.O. Box 1744
Postal Code 91441
Kingdom of Saudi Arabia

T: +966 14 661 0442
F: +966 14 661 0182




